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Load capacity (kg) Weight each (kg)Model

GPA-NF

GPA-NF

GPA-NF

50

100

200

50

100

200

4,15

4,15

4,15

In line with our policy of continuous technological development, we reserve the right to make modifications to the products photographed in this brochure at any time and without prior notification

    The GPA-NF weighing kits are
complete with mechanical
accessories for compensating
settling and/or thermal expansion.
The weighing units, complete with
junction boxes, are calibrated at
our works using sample masses.

General Characteristics

    Kit and load cells in stainless
steel .
Each module is equipped with a
flexure type load cell with welded
bellows (protection class IP67).
The load  cell is  protected against
possible overloading by means of
an appropriate limiting device.

Technical Characteristics

System with 3 support points System with 4 support points

Assembly Diagram

•   EC approved
Optionals
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Lower plate: 4 holes for 10 M screws
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Weighing Instruments and Technologies

Società Cooperativa Bilanciai Campogalliano a.r.l.
41011 Campogalliano (MO) Italy - Via S. Ferrari, 16
Tel. ++39 /059.89.36.11 r.a. - Fax ++39 / 059.52.70.79
Internet: www.coopbilanciai.it
E.mail: cb@coopbilanciai.it



Weighing Kits

GPA-NF Model
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