
Bench scale
BA200.WW

• Platform of tubular structure in painted steel, 
with stainless steel pan and stainless steel 
column.

• Aluminium load cell with IP65 protection.

• Column of 649 mm with a base of attachment 
in painted steel (Model P 447 mm).

• 4 adjustable feet in height, with an increase 
of up to 13 mm.

• Cable length platform-indicator: 1200 mm (up 
to 1370 mm, according to model).

• Weight tare indicator.

• ABS housing. IP54 protection.

• Waterproof keyboard with 5 function keys 
and ON/OFF keys.

• Backlight LCD display with 6 digits of 25 mm.

• Backlight of the display with 3 types: 
automatic, activated and deactivated.

• ABS support for column.

• Up to 4 load cells of 350Ω or 8 load cells  
of 700Ω.

• Holes for wall anchor included.

• Operating temperature range: -10ºC +40ºC.

• Power supply with adaptor AC/DC 240VAC 
50/60Hz.

• Rechargeable battery 1,3Ah.

• 100 hours approx. battery life with 
backlighting on.

• 150 hours approx. battery life without 
backlighting.

• Programmable gravity.

• Units: g/kg/lb.

• RS232 output (PC and print formats).

• Unique range, multi-range or multi-interval.

• Auto switch off (programmable: from 1 to  
99 minutes).



Bench Scale  BA200.WW

Features

• Accumulation

• Totalization

• Piece counting

• Zero

• Checkweigher (3 colours)

• Gross/Net

• Tare

• Hold 4 modes: deactivate, filter 
for animals, peak value, stable 
weight and stable weight with 
auto cancel in zero

• Check weighing (limits function) 
visual and alarm signals

Dimensions (mm)Technical Specifications
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CODE # Platform
(mm)

Capacity 
(kg)

Readout 
(g)

Packing  
Dimensions (mm)

Packing 
Weight (kg)

Certifications
ENAC Code #

BA200.WW/S60 500x400 60 10 883 x 520 x 175 13 900001

BA200.WW/S150 500x400 150 20 ? ? ?

BA200.WW/S300 500x400 300 50 ? ? ?

BA200.WW/M150 600x600 150 20 1005 x 735 x 180 30 900002

BA200.WW/M300 600x600 300 50 1005 x 735x 180 30 900002

BA200.WW/L300 800x600 300 50 1200 x 745 x 190 32 900002

BA200.WW/L600 800x600 600 100 ? ? ?
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Head Office

Titan Works,  
Bridge Way, 
Chesterfield Trading 
Estate, 
S41 9QJ

0808 196 0906
sales@weightroncb.co.uk
www.weightron.com

PCS CHECK BAT INT AC/DC MOVE

RS232 RS232 IP54 NO VERIF
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