
Bench Platform
PMA.WW

• Bench platform. It can be used in legal metrology.

• Load cells with rehearse approval OIML R-60 C3.

• Adjustable feet in height.

• 3 output metres of cable included. 

Two dierent versions:

- V1. Tubular framework in steel, sheet in stainless 
steel and load cell in aluminium IP65.

- V3. Tubular framework in stainless steel, sheet in 
stainless steel and load cell in stainless steel, IP68.



Bench Platform  PMA.WW

Features

• Bench platform. It can be used in legal 
metrology.

• Load cells with rehearse approval OIML 
R-60 C3.

• Adjustable feet in height.

• 3 output metres of cable included.

Two dierent versions:

- V1. Tubular framework in steel, sheet in 
stainless steel and load cell in aluminium 
IP65. 

- V3. Tubular framework in stainless steel, 
sheet in stainless steel and load cell in 
stainless steel, IP68.

Dimensions (mm)Technical Specifications

A B H

400 400 126

400 400 126

600 600 121

600 600 121

CODE # Platform
(mm)

Capacity 
(kg)

Readout 
(g)

Packing  
Dimensions (mm)

Packing 
Weight (kg)

PMA.WW.V1.4.4 400 x 400 60 20 600 x 530 x 170 11,5

PMA.WW.V3.4.4 400 x 400 60 20 600 x 530 x 170 11,5

PMA-CX.WW.V1.6.6 600 x 600 150 50 810 x 740 x 180 29

PMA-CX.WW.V3.6.6 600 x 600 150 50 810 x 740 x 180 29
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Head Office

Titan Works,  
Bridge Way, 
Chesterfield Trading 
Estate, 
S41 9QJ

0808 196 0906
sales@weightroncb.co.uk
www.weightron.com
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